






FOUNDATION / STRUCTURE
Seismic II zone compliant RCC framed structure

WALLS
6" solid concrete block masonry for external walls and 4" solid concrete block masonry for 
internal walls

WALL FINISHES
External sponge finish and internal smooth finish.

PAINTING
Interior- Emulsion paint
Exterior - Weather proof paint

FLOORING
Vitrified tile flooring in Living, Dining and Bed rooms. Ceramic tile flooring for other areas.

LIFT LOBBY & CORRIDOR
Marble / Granite / Vitrified Flooring.

DOORS & WINDOWS
a. Main Door-Teakwood Frame with OST shutters.
b. Internal Door - Salwood frames with flushed 
 shutters & Enamel paint.
c. Windows - Powder coated aluminium window 
 system with safety grill, glass panels 

KITCHEN
Black granite platform with stainless sink - 2 ft height wall tiles above the cooking granite 
platform

ELECTRICAL INSTALLATIONS
Concealed fire redundant wiring with modular switches

TOILET FITTINGS & ACCESSORIES
Ceramic glazed tiles dodo up to lintel level - IWC/EWC, Wash basin hot and cold mixer unit- 
ESS ESS make or equivalent for CP fittings. Sanitary fittings of lSI mark







ETERNITY STRUCTURES PRIVATE LIMITED
“Vasavi”,  No. 75/757, 1st Floor, 10th Main, 4th Block, Jayanagar, Bangalore – 560 011. www.eternitystructures.com

Towards Ramnagaram

From Bangalore

Bangalore

Corporation Bank
Arch

Canara Bank

Axis Bank

BidadiPolice Station

Federal Bank

SRS Enterprise

Towards Mysore

Nelligudde Tank Road

KHB Road

Silk Indusrty development Office

Bidadi Railway Station




